1 Telnet to 1501C
1501C’s  default ip add is 10.0.0.10 ,port is 23 .
Set the ip add as the same segment of 10.0.0.10 

[image: ]


[image: ]
[image: ]

Username :admin
Password :admin

2  go to system mode

System 
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3  Upgrade the version 

Tftp firmware download P1501C_ram.bin 10.0.0.5

P1501C_ram is the new firmware name ,10.0.0.5 is the ip address ftp server

After enter cmds , wait 3 seconds
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4  After upgrade ,enter the Cmd to activating the new firmware .

Firmware switch back  
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5  Reset ONU, then telnet to ONU again to check the new version NO.
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Remind:  There is no Cmd help in this onu , suggest write the Cmd in the document ,then copy to telnet interface.
image5.png
onudsys>#
lonu(sys ¥Tftp Firnuare download P1581C_ran.bin 10.8.8.5
lonuCsys>ifile transfer starting

Tétp firnuare downlo ad P15B1C_ran.bin 10.9.9.5
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~done

lUnrecognized command.
lonu(sys YFirnuare switch back
onuCsys>t
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icrosoft Windovo LHRAR 6.1.76001

5305 co> 2069 Microsofe Corporation. REFTEATH.

lC: \Wsers\HP>telnet 10.0.0.10,
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onulisystem
lEnter systen configuration mode.
onuCsys>H,





